Table 10. Capacity and Fresh Feed Input to Selected Downstream Units at U.S. Refineries, 2008 - 2010
(Barrels per Calendar Day)

Year/PAD Cokers Catalytic Crackers Hydrocrackers Reformers

District Capacity Inputs Capacity Inputs Capacity Inputs Capacity Inputs
2008 2,390,223 1,995,340 5,853,656 4,997,090 1,602,431 1,274,197 NA NA
PADD | 91,575 79,551 724,300 627,537 41,500 34,068 NA NA
PADD Il 386,304 308,786 1,176,536 999,441 247,071 207,652 NA NA
PADD Il 1,281,539 1,075,937 2,922,605 2,500,414 723,385 515,986 NA NA
PADD IV 63,150 52,685 188,815 161,986 16,000 13,318 NA NA
PADD V 567,655 478,381 841,400 707,712 574,475 503,173 NA NA
2009 2,428,961 1,908,216 5,847,130 4,955,770 1,592,973 1,243,784 NA NA
PADD | 95,500 49,567 724,300 543,414 41,500 29,356 NA NA
PADD Il 386,829 327,808 1,141,453 994,485 253,000 217,666 NA NA
PADD Il 1,293,674 1,040,614 2,956,857 2,583,405 704,201 531,658 NA NA
PADD IV 79,950 56,342 189,705 158,318 16,000 14,504 NA NA
PADD V 573,008 433,885 834,815 676,148 578,272 450,600 NA NA
2010 2,387,896 NA 5,675,830 NA 1,663,115 NA 3,378,841 NA
PADD | 45,300 NA 586,000 NA 21,500 NA 226,266 NA
PADD Il 380,191 NA 1,139,103 NA 256,200 NA 844,628 NA
PADD Il 1,321,900 NA 2,944,919 NA 835,335 NA 1,644,941 NA
PADD IV 80,550 NA 190,500 NA 26,500 NA 119,760 NA
PADD V 559,955 NA 815,308 NA 523,580 NA 543,246 NA
NA = Not Available.
Note: Capacities are as of January 1 of the indicated year.
Sources: Capacities are from the Energy Information Admistration (EIA) Form EIA-820, "Annual Refinery Report."
Inputs are from the form EIA-810, "Monthly Refinery Report." Year 2008 data is final, 2009 data is preliminary.
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